
1© Gönnheimer Elektronic GmbH, Dr. Julius Leber Str. 2, 67433 Neustadt an der Weinstraße, Telefon +49(6321)49919-0, Fax +49(6321)49919-41, http://www.goennheimer.de, Email: info@goennheimer.de

Gönnheimer
Elektronic GmbH

Gönnheimer
Elektronic GmbH

PC100 - the modular Ex-PC
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PC100, 12,1“ Display module

12,1“ CPU module for panel mounting 
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12,1“ CPU module for panel mounting 
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PC100 12.1” embedded CPU version technical details

• 12.1” TFT display, resolution XGA 1024x768, 400 cd/m²

• Special “glass-on-glass” resistive touch screen with glass surface, rugged design (can be operated with fingers and pen).

• Durable stainless steel bezel, optional laser marked OEM-logo at bezel front

• Intel Atom 1.6 GHz fanless CPU

• Flash-HD (different storage capacities (high speed type) from 16 GB on)

• 2 GB RAM

• Interfaces Ex-i (located at bottom of module):
1x Ex-i keyboard (USB, M8 plug)
1x Ex-i pointing device (USB, M8 plug)
1x Ex-i remote control for display settings and CPU on/off (M12 plug)
1x Ex-i USB2.0 for Goennheimer FD153 USB-Stick or similar

• Interfaces Ex-e:
1x Power supply 12-24 V DC
1x Ethernet 10/100/1000 Mbps
1x USB 2.0
1x RS232/422/485

• Optional Interfaces Ex-e on demand:
E.g. Profibus, Video, Audio, customer specific interfaces, fiber optical interfaces etc.

• Dimensions:
Module, (min. cut-out): 290 mm x 368 mm 
Front: 398 mm x 320 mm
Depth: 125 mm

• Weight: approx. 15-20 kg


